
S-WORKS EPIC 8

Gloss Carbon/Metallic Vivid Pink/Viavi Magenta Gold/Metallic Midnight Shadow/White

S-WORKS EPIC S M L XL

Stack (mm) 597 598 610 628

Avancorsa  (mm) 716 747 778 811

Lunghezza piantone (mm) 390 410 450 500

Angolo Sterzo (high) (degrees) 66.4 66.4 66.4 66.4

Trail (mm) 117 117 117 117

Reach (low) (mm) 420 450 475 500

Lunghezza Batticatena (mm) 435 435 435 435

Angolo sella (degrees) 76 75.5 75.5 75.5

Altezza movimento centrale  (low) (mm) 324 326 328 328

Lunghezza forcella (mm) 530 530 530 530

Lunghezza Tubo Sterzo (mm) 92 95 110 130

Interasse (mm) 1147 1179 1210 1243

Lunghezza Tubo Orizz. virtuale (mm) 569 605 633 662

Altezza movimento centrale (high) (mm) 329 331 333 333

Offset forcella/Rake (mm) 44 44 44 44

Altezza standover (mm) 383 388 397 402

Angolo sterzo (low) (degrees) 65.9 65.9 65.9 65.9

BB Drop (low) (mm) 46 44 42 42

Lunghezza pedivella (mm) 170 170 175 175

Larghezza Manubrio (mm) 760 760 760 760

Lunghezza Attacco man. (mm) 60 60 60 60

Larghezza Sella (mm) 155 143 143 143

Lunghezza Reggisella (mm) 125 125 150 170

SPECIFICHE
TECNICHE

Specialized si riserva il diritto di modificare le
caratteristiche senza preavviso.

Telaio S-Works FACT 12m Carbon, Progressive XC Race Geometry,
Rider-First Engineered™, SWAT downtube storage, threaded BB,
12x148mm UDH compatible rear dropout, internal cable routing,
120mm of travel, Optimized for wireless drivetrain and seatpost

Componenti SWAT SWAT internal downtube storage

Ammortizzatore Post. RockShox SIDLuxe ULTIMATE Flight Attendant, Ride Dynamics
developed 3 position, Solo Air, 190x45mm

Forcella RockShox SID ULTIMATE Flight Attendant, Ride Dynamics
developed 3 position, Debon Air, 15x110mm, 44mm offset,
120mm Travel

Sella Body Geometry S-Works Power, carbon fiber rails, carbon fiber base

Manubrio Roval Control SL Integrated cockpit, 60mm X- 12 degree integrated stem, 
8-degree backsweep, 1 degree upsweep, 760mm wide

Manopole Specialized Trail Grips

Freno anteriore SRAM Level Ultimate Stealth, 4-piston caliper, hydraulic disc,
160/180mm rotor

Freno posteriore SRAM Level Ultimate Stealth, 4-piston caliper, hydraulic disc,
160mm rotor

Cambio posteriore SRAM XX SL Eagle AXS

Comandi cambio SRAM AXS POD Ultimate Controller

Pacco Pignoni SRAM XX Eagle SL 10-52t

Catena SRAM XX SL Eagle

Guarnitura SRAM XX SL Eagle Power Meter Crankset, 170mm/175mm

Ingranaggi 34T

Movimento Centrale SRAM DUB, BSA 73mm, Threaded

Cerchi Roval Control SL, Carbon offset design, 29mm internal width,
4mm hook width, Tubeless ready, 24h

Mozzo anteriore Roval Control SL, DT Swiss Internals, Ceramic Bearings, 6-bolt,
15mm thru-axle, 110mm spacing, Torque caps, 24h straight pull

Mozzo posteriore Roval Control SL, DT Swiss 180 Internals, DT Swiss Ratchet
EXP, Ceramic bearings, 12mm thru-axle, 148mm spacing, 24h
straight-pull

Raggi DT Swiss Aerolite T-head

Pneumatico anteriore Specialized Fast Trak, Control Casing, T7 Compound, 29x2.35

Pneumatico posteriore Specialized Renegade, Control Casing, T5 Compound, 29x2.35

Camere d'aria Specialized Turbo Tube

Reggisella RockShox Reverb AXS, 30.9mm, S: 125, M:150, L/XL: 170mm

Collarino Sella Specialized Alloy 34.9, Titanium Bolt

Peso 10.24kg (22 lb, 9.2 oz)

Misura pesata MD

Gloss Carbon/Astral Blue/
Electric Green/Cyan Edge Fade

ART. NR. DESCRIZIONE COLORE MISURA

90324-0102 EPIC SW Gloss Carbon/Astral
Blue/Elect

S

90324-0103 M

90324-0104 L

90324-0105 XL

90324-0002 EPIC SW Gloss Carbon/
Metallic Vivid Pi 

90324-0003 M

90324-0004 L

S

90324-0005 XL



TELAIO S-WORKS EPIC 8

Gloss Carbon/Metallic Vivid Pink/Viavi Magenta Gold/Metallic Midnight Shadow/White

TELAIO S-WORKS EPIC S M L XL

Stack (mm) 597 598 610 628

Avancorsa  (mm) 716 747 778 811

Lunghezza piantone (mm) 390 410 450 500

Angolo sterzo (high) (degrees) 66.4 66.4 66.4 66.4

Trail (mm) 117 117 117 117

Reach (low) (mm) 420 450 475 500

Lunghezza Batticatena (mm) 435 435 435 435

Angolo sella (degrees) 76 75.5 75.5 75.5

Altezza movimento centrale (low) (mm) 324 326 328 328

Lunghezza forcella (mm) 530 530 530 530

Lunghezza Tubo Sterzo (mm) 92 95 110 130

Interasse (mm) 1147 1179 1210 1243

Lunghezza Tubo Orizz. virtuale (mm) 569 605 633 662

Altezza movimento centrale (high) (mm) 329 331 333 333

Offset forcella/Rake (mm) 44 44 44 44

Altezza standover (mm) 383 388 397 402

Angolo sterzo(low) (degrees) 65.9 65.9 65.9 65.9

BB Drop (low) (mm) 46 44 42 42

Lunghezza Reggisella (mm) 370 370 415 415

SPECIFICHE
TECNICHE

Specialized si riserva il diritto di modificare le
caratteristiche senza preavviso.

Telaio S-Works FACT 12m Carbon, Progressive XC Race Geometry,
Rider-First Engineered™, SWAT downtube storage, threaded BB,
12x148mm UDH compatible rear dropout, internal cable routing,
120mm of travel, Optimized for wireless drivetrain and seatpost

Componenti SWAT SWAT internal downtube storage

Ammortizzatore Post. RockShox SIDLuxe ULTIMATE, Ride Dynamics developed 3
position, TwistLoc remote adjust, Solo Air, 190x45mm

Forcella RockShox SID ULTIMATE, Ride Dynamics developed 3 position,
TwistLoc remote adjust, Debon Air, 15x110mm, 44mm offset,
120mm Travel

Manopole SRAM Slip on with Twist-Loc

Reggisella Roval Control SL carbon seatpost, Two-bolt clamp, 0mm offset,
415/370mm x 30.9

Collarino Sella Specialized Alloy 34.9, Titanium Bolt

Peso 3.6kg (7 lb, 15 oz)

Misura pesata MD

ART. NR. DESCRIZIONE COLORE MISURA

70324-0002    EPIC SW FRMSET Gloss Carbon/Metallic Vivid        S

70324-0003 M

70324-0004 L

70324-0005 XL
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70324-0102    EPIC SW FRMSET Gloss Astral Blue/Metallic Sa   S

70324-0103 M

70324-0104 L

70324-0105 XL

Disponibile Online e Pickup in store

CFabbri
Evidenziato

CFabbri
Evidenziato



EPIC 8 PRO

Satin Carbon/Metallic Sapphire/Metallic White Silver

EPIC PRO S M L XL

Stack (mm) 597 598 610 628

Avancorsa  (mm) 716 747 778 811

Lunghezza piantone (mm) 390 410 450 500

Angolo sterzo(high) (degrees) 66.4 66.4 66.4 66.4

Trail (mm) 117 117 117 117

Reach (low) (mm) 420 450 475 500

Lunghezza Batticatena (mm) 435 435 435 435

Angolo sella (degrees) 76 75.5 75.5 75.5

Altezza movimento centrale (low) (mm) 324 326 328 328

Lunghezza forcella (mm) 530 530 530 530

Lunghezza Tubo Sterzo (mm) 92 95 110 130

Interasse (mm) 1147 1179 1210 1243

Lunghezza Tubo Orizz. virtuale (mm) 569 605 633 662

Altezza movimento centrale (high) (mm) 329 331 333 333

Offset forcella/Rake (mm) 44 44 44 44

Altezza standover (mm) 383 388 397 402

Angolo sterzo(low) (degrees) 65.9 65.9 65.9 65.9

BB Drop (low) (mm) 46 44 42 42

Lunghezza pedivella (mm) 170 170 175 175

Larghezza Manubrio (mm) 760 760 760 760

Lunghezza Attacco man. (mm) 60 60 60 60

Larghezza Sella (mm) 155 143 143 143

Lunghezza Reggisella (mm) 100 125 125 125

SPECIFICHE
TECNICHE

Specialized si riserva il diritto di modificare le
caratteristiche senza preavviso.

Telaio FACT 11m Carbon, Progressive XC Race Geometry, Rider-First
Engineered™, SWAT downtube storage, threaded BB, 12x148mm
UDH compatible rear dropout, internal cable routing, 120mm of
travel

Componenti SWAT SWAT internal downtube storage

Ammortizzatore Post. RockShox SIDLuxe ULTIMATE, Ride Dynamics developed 3
position, TwistLoc remote adjust, Solo Air, 190x45mm

Forcella RockShox SID ULTIMATE, Ride Dynamics developed 3 position,
TwistLoc remote adjust, Debon Air, 15x110mm, 44mm offset,
120mm Travel

Attacco Manubrio Specialized Pro SL, alloy, 4-bolt

Manubrio S-Works Carbon XC Mini Rise, 6-degree upsweep, 8-degree
backsweep, 10mm rise, 760mm, 31.8mm

Manopole SRAM Slip on with Twist-Loc

Freno anteriore SRAM Level Silver, 4-piston caliper, hydraulic disc, stealth,
160/180mm rotor

Freno posteriore SRAM Level Silver, 4-piston caliper, hydraulic disc, stealth, 160
rotor

Cambio posteriore SRAM X0 Eagle Transmission

Comandi cambio SRAM AXS POD Controller

Pacco Pignoni SRAM XS 1295, 12 speed, 10-52

Catena SRAM X0 Eagle

Guarnitura SRAM X0 Eagle, Quarq Spindle power meter, DUB, 170/175mm,
34t

Ingranaggi Alloy 34t

Movimento Centrale SRAM DUB Threaded Wide

Cerchi Roval Control, Carbon offset design, 29mm internal width, 4mm
hook width, Tubeless ready, 28h

Mozzo anteriore DT Swiss 350, 6-bolt, 15mm Thru-axle, 110mm spacing, 28h
straight -pull

Mozzo posteriore DT Swiss 350 straight-pull, 6-bolt, DT Swiss Ratchet, 12x148mm
thru axle, XD freehub body, 28h straight-pull

Raggi DT Swiss Comp Race

Pneumatico anteriore Specialized Fast Trak, Control Casing, T7 Compound, 29x2.35

Pneumatico posteriore Specialized Renegade, Control Casing, T5 Compound, 29x2.35

Camere d'aria Specialized Turbo Tube

Reggisella Bike Yoke Divine SL, 30.9mm, SM: 100/ MD-XL: 125mm,

Sella Body Geometry Power Expert

Collarino Sella Specialized Alloy, 34.9, Steel bolt

Peso 10.87kg (23 lb, 15.4 oz)

Misura pesata MD

ART. NR. DESCRIZIONE COLORE MISURA

90324-1002  EPIC PRO Satin Carbon/Metallic
Sapphire

S

90324-1003 M

90324-1004 L

90324-1005 XL



EPIC 8 EXPERT

GLOSS CARB BLACK PEARL WHT 

EPIC EXPERT XS S M L XL

Stack (mm) 603 597 598 610 628

Angolo Sterzo (high) (degrees) 66.4 66.4 66.4 66.4 66.4

Trail (mm) 117 117 117 117 117

Lunghezza Batticatena (mm) 435 435 435 435 435

Angolo sella (degrees) 76.5 76 75.5 75.5 75.5

Altezza movimento Centrale (low) (mm) 318 324 326 328 328

Lunghezza forcella (mm) 530 530 530 530 530

Reach (low) (mm) 390 420 450 475 500

Interasse (mm) 1117 1147 1179 1210 1243

Lunghezza Tubo Orizz. virtuale (mm) 535 569 605 633 662

Lunghezza Tubo Sterzo (mm) 92 92 95 110 130

Angolo Sterzo  (high) (mm) 323 329 331 333 333

Offset forcella/Rake (mm) 44 44 44 44 44

Altezza standover (mm) 376 383 388 397 402

Angolo sterzo  (low) (degrees) 65.9 65.9 65.9 65.9 65.9

BB Drop (low) (mm) 52 46 44 42 42

Avancorsa  (mm) 687 716 747 778 811

Lunghezza piantone (mm) 370 390 410 450 500

Lunghezza pedivella (mm) 165 170 170 175 175

Larghezza Manubrio (mm) 750 750 750 750 750

Lunghezza Attacco man. (mm) 60 60 60 60 60

Larghezza Sella (mm) 155 155 143 143 143

Lunghezza Reggisella (mm) 100 125 125 150 170

SPECIFICHE
TECNICHE

Specialized si riserva il diritto di modificare le
caratteristiche senza preavviso.

Telaio FACT 11m Carbon, Progressive XC Race Geometry, Rider-First
Engineered™, SWAT downtube storage, threaded BB, 12x148mm
UDH compatible rear dropout, internal cable routing, 120mm of
travel

Componenti SWAT SWAT internal downtube storage

Ammortizzatore Post. RockShox SIDLuxe Select+, Ride Dynamics developed 3
position, TwistLoc remote adjust, Solo Air, 190x45mm

Curva manubrio Specialized Alloy Minirise, 10mm rise, 750mm, 31.8mm clamp

Forcella RockShox SID Select+, Ride Dynamics developed 3 position,
TwistLoc remote adjust, Debon Air, 15x110mm, 44mm offset,
120mm Travel

Attacco Manubrio Specialized XC, 3D-forged alloy, 4-bolt, 6-degree rise

Sella Body Geometry Power Sport, steel rails

Manopole SRAM Slip on with Twist-Loc

Freno anteriore SRAM Level Bronze Stealth, 4-piston caliper, hydraulic disc,
160/180mm rotor

Freno posteriore SRAM Level Bronze Stealth, 4-piston caliper, hydraulic disc,
160mm rotor

Cambio posteriore SRAM GX Eagle AXS Transmission

Comandi cambio SRAM AXS POD Controller

Pacco Pignoni SRAM XS 1275, 12-speed, 10-52t

Catena SRAM GX Eagle T-Type chain

Guarnitura SRAM GX Eagle, DUB, 165/170/175mm

Ingranaggi Steel, 34T

Movimento Centrale SRAM DUB Threaded Wide

Cerchi Roval Control, Carbon offset design, 29mm internal width, 4mm
hook width, Tubeless ready, 28h

Mozzo anteriore DT Swiss 350, 6-bolt, 15mm Thru-axle, 110mm spacing, 28h
straight -pull

Mozzo posteriore DT Swiss 350 straight-pull, 6-bolt, DT Swiss Ratchet, 12x148mm
thru axle, XD freehub body, 28h straight-pull

Raggi DT Swiss Comp Race

Pneumatico anteriore Specialized Fast Trak, Control Casing, T7 Compound, 29x2.35

Pneumatico posteriore Specialized Renegade, Control Casing, T5 Compound, 29x2.35

Camere d'aria Standard, Presta Valve

Reggisella X-Fusion Manic, 30.9, 100/125/150mm travel

Collarino Sella Specialized Alloy, 34.9, Steel bolt

Peso 11.10kg (24 lb, 7.5 oz)

Misura pesata MD

SATIN REDSKY WHT 

ART. NR. DESCRIZIONE COLORE MISURA

90324-3101 EPIC EXPERT GLOSS CARB BLACK
PEARL WHT

XS

90324-3102 S

90324-3103 M

90324-3104 L

90324-3105 XL

90324-3001 EPIC EXPERT SATIN REDSKY WHT XS

90324-3002 S

90324-3003 M

90324-3004 L

90324-3005 XL



EPIC 8 COMP

GLOSS DUNE WHITE SMK

EPIC COMP XS S M L XL

Stack (mm) 603 597 598 610 628

Angolo Sterzo (high) (degrees) 66.4 66.4 66.4 66.4 66.4

Trail (mm) 117 117 117 117 117

Lunghezza Batticatena (mm) 435 435 435 435 435

Angolo sella (degrees) 76.5 76 75.5 75.5 75.5

Altezza movimento centrale (low) (mm) 318 324 326 328 328

Lunghezza forcella (mm) 530 530 530 530 530

Reach (low) (mm) 390 420 450 475 500

Interasse (mm) 1117 1147 1179 1210 1243

Lunghezza Tubo Orizz. virtuale (mm) 535 569 605 633 662

Lunghezza Tubo Sterzo (mm) 92 92 95 110 130

Altezza movimento centrale (high) (mm) 323 329 331 333 333

Offset forcella/Rake (mm) 44 44 44 44 44

Altezza standover (mm) 376 383 388 397 402

Angolo Sterzo(low) (degrees) 65.9 65.9 65.9 65.9 65.9

BB Drop (low) (mm) 52 46 44 42 42

Avancorsa  (mm) 687 716 747 778 811

Lunghezza piantone (mm) 370 390 410 450 500

Lunghezza pedivella (mm) 165 170 170 175 175

Larghezza Manubrio (mm) 750 750 750 750 750

Lunghezza Attacco man. (mm) 60 60 60 60 60

Larghezza Sella (mm) 155 155 143 143 143

Lunghezza Reggisella (mm) 100 125 125 150 170

SPECIFICHE
TECNICHE

Specialized si riserva il diritto di modificare le
caratteristiche senza preavviso.

Telaio FACT 11m Carbon, Progressive XC Race Geometry, Rider-First
Engineered™, SWAT downtube storage, threaded BB, 12x148mm
UDH compatible rear dropout, internal cable routing, 120mm of
travel

Componenti SWAT SWAT internal downtube storage

Ammortizzatore Post. RockShox SIDLuxe Select+, Ride Dynamics developed 3
position, TwistLoc remote adjust, Solo Air, 190x45mm

Curva manubrio Specialized Alloy Minirise, 10mm rise, 750mm, 31.8mm clamp

Forcella RockShox SID Select, Ride Dynamics developed 3 position,
TwistLoc remote adjust, Debon Air, 15x110mm, 44mm offset,
120mm Travel

Attacco Manubrio Specialized, 3D-forged alloy, 4-bolt, 7-degree rise

Sella Body Geometry Power Sport, steel rails

Manopole SRAM Slip on with Twist-Loc

Freno anteriore SRAM Level Bronze Stealth, 4-piston caliper, hydraulic disc,
160/180mm rotor

Freno posteriore SRAM Level Bronze Stealth, 4-piston caliper, hydraulic disc,
160mm rotor

Cambio posteriore SRAM GX Eagle, 12-speed

Comandi cambio SRAM GX, trigger, 12-speed

Pacco Pignoni SRAM XG-1275, 12-speed, 10-52t

Catena SRAM NX Eagle, 12-speed

Guarnitura SRAM X1000 Eagle, DUB,  170/175mm

Ingranaggi Steel, 32T

Movimento Centrale SRAM DUB, BSA 73mm, Threaded

Cerchi Specialized Alloy 29, 28mm internal width, tubeless

Mozzo anteriore Alloy, sealed cartridge bearings, 15x110mm thru-axle, 28h

Mozzo posteriore Alloy, sealed cartridge bearings, 148mmx12mm thru-axle, 28h

Raggi DT Swiss Industry

Pneumatico anteriore Specialized Fast Trak, Control Casing, T7 Compound, 29x2.35

Pneumatico posteriore Specialized Renegade, Control Casing, T5 Compound, 29x2.35

Camere d'aria Standard, Presta Valve

Reggisella X-Fusion Manic, 30.9, 125/150 Travel, 0mm offset

Collarino Sella Specialized Alloy, 34.9, Steel bolt

Peso 11.7kg (25 lb, 12.7 oz)

Misura pesata MD

SATIN METSPHR WHT

ART. NR. DESCRIZIONE COLORE MISURA

90324-5001 EPIC COMP GLOSS DUNE WHITE SMK XS

90324-5002 S

90324-5003 M

90324-5004 L

90324-5005 XL

90324-5101 EPIC COMP SATIN METSPHR WHT XS

90324-5102 S

90324-5103 M

90324-5104 L

90324-5105 XL



EPIC 8 EVO PRO 

Satin Forest Green/Spruce/Metallic Spruce

EPIC PRO 130 S M L XL

Angolo sterzo (high) (degrees) 65.9 65.9 65.9 65.9

Trail (mm) 120 120 120 120

Lunghezza Batticatena (mm) 435 435 435 435

Angolo sella (degrees) 75.5 75 75 75

Stack (mm) 600 601 613 632

Altezza movimento centrale (low) (mm) 327 329 331 331

Lunghezza forcella (mm) 540 540 540 540

Reach (mm) 415 445 470 495

Interasse (mm) 1151 1183 1214 1247

Lunghezza Tubo Orizz. virtuale (mm) 569 605 633 662

Altezza movimento centrale (high) (mm) 333 335 337 337

Offset forcella/Rake (mm) 44 44 44 44

Altezza standover (mm) 389 394 403 407

Lunghezza Tubo Sterzo (mm) 92 95 110 130

Angolo sterzo (low) (degrees) 65.4 65.4 65.4 65.4

BB Drop (low) (mm) 43 41 39 39

Avancorsa  (mm) 720 751 782 815

Lunghezza piantone (mm) 390 410 450 500

Lunghezza pedivella(mm) 170 170 175 175

Larghezza Manubrio (mm) 780 780 780 780

Lunghezza Attacco man. (mm) 50 50 50 50

Larghezza Sella (mm) 155 143 143 143

Lunghezza Reggisella (mm) 125 150 175 175

SPECIFICHE
TECNICHE

Specialized si riserva il diritto di modificare le
caratteristiche senza preavviso.

Telaio FACT 11m Carbon, Progressive XC Race Geometry, Rider-First
Engineered™, SWAT downtube storage, threaded BB, 12x148mm
UDH compatible rear dropout, internal cable routing, 120mm of
travel

Componenti SWAT SWAT internal downtube storage

Ammortizzatore Post. Fox Float Factory, Evol LV, Ride Dynamics Tuned, LSC/
Rebound adjust, 190x45mm

Forcella Fox 34 Factory, Grip2 Damper, 4 way adjust, 130mm travel,
44mm offset, 15x110mm

Attacco Manubrio Raceface Turbine R, 50mm, 35mm clamp

Manubrio Roval Control Rise Carbon Handlebar, 780mm wide, 20mm rise,
35mm

Manopole Specialized Trail Grips

Freno anteriore SRAM Code Silver Stealth, 4-piston caliper, hydraulic disc,
180/200mm rotor

Freno posteriore SRAM Code Silver Stealth, 4-piston caliper, hydraulic disc,
180mm rotor

Cambio posteriore SRAM X0 Eagle Transmission

Comandi cambio SRAM AXS POD Controller

Pacco Pignoni SRAM XS 1295, 12 speed, 10-52

Catena Sram X0 Eagle

Guarnitura SRAM X0 Eagle, DUB, 170/175mm, 32t

Ingranaggi Steel, 30T

Movimento Centrale SRAM DUB Threaded Wide

Cerchi Roval Control, Carbon offset design, 29mm internal width, 4mm
hook width, Tubeless ready, 28h

Mozzo anteriore Industry Nine 1/1, 6-bolt, 15mm Thru-axle, 110mm spacing, 28h

Mozzo posteriore Industry Nine 1/1, 12x148mm thru axle, XD freehub body, 28h

Raggi Stainless, 14g, black

Pneumatico anteriore Specialized Purgatory, GRID Casing, T9 Compound, 29x2.4

Pneumatico posteriore Specialized Ground Control, GRID Casing, T7 Compound,
29x2.35

Camere d'aria Standard, Presta Valve

Sella Body Geometry Power Expert

Reggisella Fox Transfer Factory, 30.9, 1X remote, (SM:125mm, MD:
150mm, L-XL: 175mm)

Collarino Sella Specialized Alloy, 34.9, Steel bolt

Peso 12.12kg (26 lb, 11.5 oz)

Misura pesata MD

ART. NR. DESCRIZIONE COLORE MISURA

90324-1102 EPIC PRO EVO Satin Forest
Green/Spruce/Meta

S

90324-1103 M

90324-1104 L

90324-1105 XL



EPIC 8 EVO COMP 

GLOSS PDRNDGO MIDNIGHT SHADOW

EPIC COMP 130 XS S M L XL

Stack (mm) 606 600 601 613 632

Reach (mm) 385 415 445 470 495

Lunghezza Tubo Sterzo (mm) 92 92 95 110 130

Angolo Sterzo (low) (degrees) 65.4 65.4 65.4 65.4 65.4

Angolo Sterzo (high) (degrees) 65.9 65.9 65.9 65.9 65.9

Altezza movimento centrale (low) (mm) 322 327 329 331 331

Altezza movimento centralet (high) (mm) 327 333 335 337 337

BB Drop (low) (mm) 49 43 41 39 39

Trail (mm) 120 120 120 120 120

Lunghezza forcella (mm) 540 540 540 540 540

Offset forcella/Rake (mm) 44 44 44 44 44

Avancorsa  (mm) 690 720 751 782 815

Lunghezza Batticatena (mm) 435 435 435 435 435

Interasse (mm) 1121 1151 1183 1214 1247

Altezza standover (mm) 382 389 394 403 407

Lunghezza piantone (mm) 370 390 410 450 500

Angolo sella (degrees) 76 75.5 75 75 75

Lunghezza Tubo Orizz. virtuale (mm) 535 569 605 633 662

Lunghezza pedivella- (mm) 165 170 170 175 175

Larghezza Manubrio (mm) 760 760 760 760 760

Lunghezza Attacco man. (mm) 50 50 50 50 50

Larghezza Sella (mm) 155 155 143 143 143

Lunghezza Reggisella (mm) 125 125 150 170 170

SPECIFICHE
TECNICHE

Specialized si riserva il diritto di modificare le
caratteristiche senza preavviso.

Telaio FACT 11m Carbon, Progressive XC Race Geometry, Rider-First 
Engineered™, SWAT downtube storage, threaded BB, 12x148mm 
UDH compatible rear dropout, internal cable routing, 120mm of travel

Componenti SWAT SWAT internal downtube storage

Ammortizzatore Post. Fox Float Performance, Evol LV, Ride Dynamics Tuned,
2-position compression adjust, 190x45mm

Forcella Fox 34 Performance, Grip Damper, Compression adjust, 130mm
travel, 44mm offset, 15x110mm

Attacco Manubrio Alloy Stem, 35mm clamp, 60mm

Sella Body Geometry Power Sport, steel rails

Manubrio Specialized Alloy, 20mm rise, 35mm, 760mm wide

Manopole Specialized Trail Grips

Freno anteriore SRAM Code Bronze Stealth, 4-piston caliper, hydraulic disc,
180/200mm rotor

Freno posteriore SRAM Code Bronze Stealth, 4-piston caliper, hydraulic disc,
180mm rotor

Cambio posteriore SRAM GX Eagle, 12-speed

Comandi cambio SRAM GX, trigger, 12-speed

Pacco Pignoni SRAM XG-1275, 12-speed, 10-52t

Catena SRAM NX Eagle, 12-speed

Guarnitura SRAM X1000 Eagle, DUB,  165/170/175mm 32T

Ingranaggi Steel 32T

Movimento Centrale SRAM DUB, BSA 73mm, Threaded

Cerchi Specialized Alloy 29, 30mm internal width, tubeless

Mozzo anteriore Alloy, sealed cartridge bearings, 15x110mm thru-axle, 28h

Mozzo posteriore Alloy, sealed cartridge bearings, 148mmx12mm thru-axle, 28h

Raggi DT Swiss Industry

Pneumatico anteriore Specialized Purgatory, GRID Casing, T9 Compound, 29x2.4

Pneumatico posteriore Specialized Ground Control, GRID Casing, T7 Compound,
29x2.35

Camere d'aria Standard, Presta Valve

Reggisella X-Fusion Manic, 30.9, 125/150 Travel, 0mm offset

Collarino Sella Specialized Alloy, 34.9, Steel bolt

Peso 12.61kg (27 lb, 12.8 oz)

Misura pesata MD

SATIN BLUONYX DUNE WHITE

ART. NR. DESCRIZIONE COLORE MISURA

90324-5201 EPIC 8 COMP EVO GLOSS PDRNDGO 
MIDNIGHT SHADOW

XS

90324-5202 S

90324-5203 M

90324-5204 L

90324-5205 XL

90324-5301 EPIC 8 COMP EVO SATIN BLUONYX DUNE WHITE XS

90324-5302 S

90324-5303 M

90324-5304 L

90324-5305 XL




