@ IMPROVE EVERY RIDER EXPERIENCE

DESIGNED FOR EVERY RIDER AND EVERY FRAME

HIGHLINE DROPPER POST 30.9mm
j

LOW STACK HEIGHT - 45MM QUICK-SADDLE INSTALLATION SYSTEM LOWER INSERTION LENGTH ADJUSTABLE TRAVEL FEATURE QUICK-CONNECT ACTUATOR LOCKS
CABLE IN POSITION

60MM / 60MM LONG 80MM / 80MM LONG 100mm 125mm 150MM 170mm 200mm 230Mm
60mm 60mm L 80mm 80mm L 100mm 125mm 150mm 170mm 200mm 230mm
Max Insertion Length 237mm 287mm 217mm 267mm 197mm 222mm 247mm 267mm 297mm 327mm
Weight* 4469 491g 4419 4879 4399 4759 520g 551g 6029 6469
Adjustable Travel
X X X X
Feature v v v v v v
17153 17154 17159 17160 17165 17168 17171 17174 17177 17180
641300171535 | 641300171542 | 641300171597 | 641300171603 | 641300171658 | 641300171689 | 641300171719 | 641300171740 | 641300171771 | 641300171801
$/€ 249.99 $/€ 249.99 $/€ 249.99 $/€ 249.99 $/€ 249.99 $/€ 249.99 $/€ 249.99 $/€ 249.99 $/€ 249.99 $/€ 249.99

*Includes post and cable. Housing adds 25-60g based on length.

* 20mm of internal adjustment * Two-bolt quick release head for easy saddle installation * Jagwire® cable and housing
» Shortened insertion length * Quick-connect linear pull mechanism offers ease of cable * Internal routing
 Material: 7075-T6 Aluminum installation and routing * Remote sold separately

e 45mm minimum stack height * Emulsification cartridge (gas/oil mixed) * 5-year warranty



